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Anleitung Bootshaus

Werkzeug: Skalpell, Pinzette
Kleber: Weißleim o.Ä.

Die Stützbalken(A) unter die Grundplatte(B) kleben und ausrichten.
Die Scheiben (D) auf die Innenseiten der Wände (C) kleben.
Die Wände aufbauen. Zuerst 3 und 4, dann 1 und 2. Die mit „x“ bezeichnete Seite der Außenwand gehört zur Einfahrseite. 
Die Verzahnungen gut ineinander stecken.
Die Dachbalken (E) in die vorgesehenen Aussparungen kleben.
Den Dachunterbau (F) knicken und auf das Haus kleben.
Dachplatten so aufkleben daß ein ausreichender Spalt für die Firstziegel bleibt. Firstziegel aufkleben.
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Instructions for the boathouse

Tools: scalpel, tweezers

Glue: white glue or similar

Glue the support beams (A) under the base plate (B) and align.
Glue the panes (D) on the inside of the walls (C) .Build up the walls. First 3 and 4 then 1 and 2. 
The side of the outer wall marked with “x” belongs to the entry side. 
Fit the teeth well into one another.
Glue the roof beams (E) in the recesses provided.
Bend the roof substructure (F) and glue it to the house.
Glue the roof panels on so that there is a sufficient gap for the ridge tiles. 
Glue on the ridge tiles.
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